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Metapace S-2 ± Linear Imager with 90 m Bluetooth range

www.metapace.com

Highlights

Technical speci®cations

Scanner properties  
Type  1D linear imager 
Light source 618 nm - 626 nm red LED 
Resolution Min. 3 mil 
Scan rate 200 scans/second; 200 decodes/second 
Depth of ®eld 0.5 cm - 35 cm 

Scanning angle Pitch: "70 #; skew: "70 # 
Hands-free scanning Auto-sense and continuous modes 
Supported bar codes 1D, Codabar, Code 39, Code 93, Code 128, GS1 Databar (RSS), 
 Industrial 2 of 5, Interleave 2 of 5, Italian and French Pharmacodes, 
 Matrix 2 of 5, MSI, Plessey, RSS14, Telepen, UPC/EAN/GS1-128, and more 
Language support English, French, Italian, Belgian, Norwegian, Swedish, Portuguese, German,  
 Spanish
Electronics  
Module Bluetooth class 2 (2,4 GHz) Version 2.0 
Bluetooth range Up to 90 m line of sight 
Voltage  +5 V " 10 %
Interfaces  
I/F ports  USB, KBW, RS232 
Speci®cs 
Impact resistance 1.2 m multiple drops onto concrete 
Protection rating IP30 
Accessories 3-way stand with weighted base for desk, wall, auto-sense , providing   
 Bluetooth communication for up to seven scanners  
Con®guration Setup using Windows-based Metapace ScanMaster software (included),  
 by direct connection, or printed bar codes
Housing  
Weight 177 g 
Colour Black 
Environment  
Operating temperature 0 #C - 50 #C  
Storage temperature -20 #C - 60 #C  
Humidity 10 % - 90 % RH (non-condensing)
Warranty  
Period 36 months (except battery)

�s Cordless bar code scanner with Bluetooth interface

�s High-performance linear imager - highspeed scanning of 1D and GS1 bar codes

�s Huge memory for up to 32,000 scans while in Batch mode

�s Up to 90 m transfer distance - enormous range thanks to Bluetooth class 2

�s Bluethoot cradle included - ¯exible use as handheld or presentation scanner
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Metapace T-1 ± Brand Printer in a complete Package

www.metapace.com

Highlights

Technical speci®cations

Print  
Printing method Direct thermal 
Print speed 150 mm/sec. 
Consumables  Thermal paper 
Paper  Width: max. 79.5 mm, roll diameter: max. 83 mm 
Resolution  7 dots/mm (180 dpi) 
Character set  Alphanumeric: 96 characters; graphic: 128 x 7 pages (1 space page) 
Character size  Font A: 12 x 24, font B: 9 x 17; characters per line: font A: 42, font B: 5 6 
Bar codes  EAN-13, EAN-8, Code 39, Code 93, Code 128, ITF, Coda bar, UPC-A, UPC-E
Electronics  
Emulation  ESC/POS 
Sensor  Paper End, Paper Near End, Wall Mounting Near End, Cover Open 
Memory  8 MB 
Power supply  Input: AC 100 V ~ 240 V " 10  %; output: DC 24 V, 2.5 A 
Reliabilty  100 km TPH (direct thermal printhead); 1.5 million cuts (auto-cutter)
Speci®cs  
Options  Wall mount
Interfaces  
I/F Ports  RS232, parallel, USB, Ethernet, DUAL seriell/USB (optional) 
Software  
Driver Windows 2000, XP (32/64 Bit), 2003 Server (32/64 Bit), 2008 Server   
 ( 32/64 Bit), Vista (32/64 Bit), Windows 7 (32/64 Bit)
Housing 
Dimensions (WxHxD) 145  x 146 x 195 mm 
Colour Black, white 
Color Line Black, silver, red, green, yellow, orange
Warranty  
Period 60 months

�s Thermal printer with ®rst-class equipment, incl. free accessory package

�s Special edition with ®ve-year warranty and unbelievably favourable price

�s Max. printing width: 80 mm; max. speed: 150 mm/sec.

�s Flexibility with interface modules: parallel, serial, USB and much more

�s Also available in all colours with the exclusive Color Line Design                                        

Also available as
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Metapace K-3 ± Steel Cash Drawer for high Demands 

www.metapace.com

Highlights

Technical speci®cations

Case 
Inserts 6 note compartments, 8 coin compartments, 1 cheque compartment,   
 removeable insert
Electronics  
Connection  POS printer port (standard), 24 V direct connection to the cash drawer port  
 of any POS printer such as Metapace, Citizen, Epson and many more
Security  
2-position lock  Manual open or remote operation 
Front slot 1 front slots for cheques, credit card receipts, etc.
Speci®cs 
Currencies Adjustable compartments allow for all kinds of currencie s
Housing 
Dimensions (WxHxD) 460 x 100 x 170 mm (with feet) 
Weight 5 kg 
Colour  Black with stainless steel lid
Warranty 
Period 25 months

�s Tough box for high demands

�s Ergonomic and space-saving design: 460 x 100 x 170 mm, only 5 kg

�s 8 coin and 6 bank note compartments, 1 cheque compartment

�s Epson standard interface for cash desk printers

�s��2-position lock: Manual open or remote operation
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